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29 CFR Ch. XVII (7–1–14 Edition) § 1915.131 

Subpart H—Tools and Related 
Equipment 

§ 1915.131 General precautions. 

The provisions of this section shall 
apply to ship repairing, shipbuilding 
and shipbreaking. 

(a) Hand lines, slings, tackles of ade-
quate strength, or carriers such as tool 
bags with shoulder straps shall be pro-
vided and used to handle tools, mate-
rials, and equipment so that employees 
will have their hands free when using 
ship’s ladders and access ladders. The 
use of hose or electric cords for this 
purpose is prohibited. 

(b) When air tools of the recipro-
cating type are not in use, the dies and 
tools shall be removed. 

(c) All portable, power-driven cir-
cular saws shall be equipped with 
guards above and below the base plate 
or shoe. The upper guard shall cover 
the saw to the depth of the teeth, ex-
cept for the minimum arc required to 
permit the base to be tilted for bevel 
cuts. The lower guard shall cover the 
saw to the depth of the teeth, except 
for the minimum arc required to allow 
proper retraction and contact with the 
work. When the tool is withdrawn from 
the work, the lower guard shall auto-
matically and instantly return to the 
covering position. 

(d) The moving parts of machinery on 
a dry dock shall be guarded. 

(e) Before use, pneumatic tools shall 
be secured to the extension hose or 
whip by some positive means to pre-
vent the tool from becoming acciden-
tally disconnected from the whip. 

(f) The moving parts of drive mecha-
nisms, such as gearing and belting on 
large portable tools, shall be ade-
quately guarded. 

(g) Headers, manifolds and widely 
spaced hose connections on compressed 
air lines shall bear the word ‘‘air’’ in 
letters at least 1-inch high, which shall 
be painted either on the manifolds or 
separate hose connections, or on signs 
permanently attached to the manifolds 
or connections. Grouped air connec-
tions may be marked in one location. 

(h) Before use, compressed air hose 
shall be examined. Visibly damaged 
and unsafe hose shall not be used. 

[47 FR 16986, Apr. 20, 1982, as amended at 67 
FR 44543, July 3, 2002] 

§ 1915.132 Portable electric tools. 

The provisions of this section shall 
apply to ship repairing, shipbuilding 
and shipbreaking except that para-
graph (e) of this section applies to ship 
repairing only. 

(a) The frames of portable electric 
tools and appliances, except double in-
sulated tools approved by Under-
writers’ Laboratories, shall be ground-
ed either through a third wire in the 
cable containing the circuit conductors 
or through a separate wire which is 
grounded at the source of the current. 

(b) Grounding circuits, other than by 
means of the structure of the vessel on 
which the tool is being used, shall be 
checked to ensure that the circuit be-
tween the ground and the grounded 
power conductor has resistance which 
is low enough to permit sufficient cur-
rent to flow to cause the fuse or circuit 
breaker to interrupt the current. 

(c) Portable electric tools which are 
held in the hand shall be equipped with 
switches of a type which must be 
manually held in the closed position. 

(d) Worn or frayed electric cables 
shall not be used. 

(e) The employer shall notify the of-
ficer in charge of the vessel before 
using electric power tools operated 
with the vessel’s current. 

§ 1915.133 Hand tools. 

The provisions of this section shall 
apply to ship repairing, shipbuilding 
and shipbreaking. 

(a) Employers shall not issue or per-
mit the use of unsafe hand tools. 

(b) Wrenches, including crescent, 
pipe, end and socket wrenches, shall 
not be used when jaws are sprung to 
the point that slippage occurs. 

(c) Impact tools, such as drift pins, 
wedges, and chisels, shall be kept free 
of mushroomed heads. 

(d) The wooden handles of tools shall 
be kept free of splinters or cracks and 
shall be kept tight in the tool. 

VerDate Mar<15>2010 12:25 Jul 25, 2014 Jkt 232120 PO 00000 Frm 00100 Fmt 8010 Sfmt 8002 Q:\29\29V7.TXT 31


		Superintendent of Documents
	2014-08-19T11:37:02-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




